TEKPRAC

Manufacturer Of light Construction
Equipment & Component

TEKPAC ENGINEERING CO.,LIMITED
Add:Yaxi Industry Zone, Luoshe Wuxi China
Tel:0086-510-80226690
Fax:0086-510-83833328

E-mail:sales@tekpac.com.cn
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Enterprise Profile 1509001

TEKPAC ENGINEERING CO., Ltd is a high-tech enterprise specialized in research & development and manufacture
of light construction machines since 2000. Our main products series are: Plate compactors, Tamping rammers,
Concrete cutters, Power trowels . Concrete mixers,, Concrete vibrators, Brick saws,. Scarifying machine, Surface
finishing screeds with CE,EPA and ISO 9001:2008.

We have a strong technical team in design and producing all kind of light construction machines, the strict quality
control system and our continued efforts to assure our customers high quality, world class products. With the good quality
and most competitive prices, our products have been exported to more than 60 countries in the world, especially in Europe
and America, for example Germany. Norway. Sweden. Canada. USA. Peru. Brazil and so on. our permanent
pursuit and commitment is to provide satisfactory products for our worldwide customers.
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TEKPRAC TEKPAC ENGINEERING CO. LIMITED

TEKPAC ENGINEERING CO.LIMITED TEKPRAC

Plate Compactor Hydraulic Reversible Plate Compactor TP5020/5030

Hydraulic handle |

( Protection frame with hook]
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Technical Specification O
U A
Engne Type Chinese Diesel engne 170Chinese Petrol Engine  Robin EX17 Robn EY20 Honda GX 160 B&S IC1062
Power kwi(hp) A14.2) 4 86.5) 42051 AN5.0) 459 IN5.0)
Weight kg(ib) 146(322) 135(298) 138(298) 135(298) 135(2498) 133(293)
Plale Siza LXW cm{in) E5x4( 26+ 16)
i C F 20
Cast iron plate comne i chose 0
Vibration Frequency vpmiHz) 5400090)
Travel Speed mdmr{ltimin) 2NT2)
Demansaon cmiing BOx45x110
Engne Type Chiness Desel erpre 176 Chinesse Petrol Engine~ Robin EX27 Robin EY28 Honda GX270 BAS NC 19M1
Power kwihp) 4.4(6.0) 6.609.09 6.6(9.00 8.5(7.5) 6.6(9.0) T.4(10.0)
Weight kg(ib) 173382) 165(364) 161(358) 161{355) 165(364) 160(353)
Piata S2e LXW omiin) E9x=50(27=20)
Certritugal Force kN 3
Vibeation Freguancy vpm{Hz) 5400¢90)
T » ] e | -
Transpoﬂ wheel Traveel Speed mimin{fimin) 20(66)
Dimension camding SOSEx110
001 002
——— O ——
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TEKPRAC TEKPAC ENGINEERING CO. LIMITED

Hydraulic Reversible Plate Compactor TP300/400
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TP300 TP400
O ; s
3 Technical Specification
Maodel P300- TP300-2 TP300-3
Engre Type Crnese Desel engne 183 Chinese Petol Engine 270F Robin EX27 Honda GX270 B&S UC 19N1
Power kwihp) 6.6(8.0) 6.&%.0) 6.6(8.0) 6.6(9.0) 7.4(10.0)
Weight kgi(l) AZ¥T12) JOxBa0) 02 55 ) 300|650 JO0(660)
Prate Sce LXW cmiin) SOxAS{ 25 18)
Centrtugal Force kN a0
Vibration Frequency vpmiHz) 4140(659)
Travel Spesed m/min(f'min) 24{B0)
Dimersian cmin) 178267 =G0 T0= 262 35)
TP400-1 TP400-2
Engine Type Diesel KM12DL-500F Chmnese Peirol Engine 33(F Robin EX40 Honda GX330 B&S VC 2572
Power kaihp) B.2{11.2) 8.11.2) 103(14.0) 2.6{13.0) 96(13.0)
Weight kg(ib) 425(547) 400(BE2) 402(886) 400(882) 400(882)
Plate Size LXW cmin) B9wT(35x26)
Cantréugal Force kN 45
Vibration Fraquency vpmiHz) 4015(90)
Travel Speed miminlmn) 24(80)
Dimersion cmin) 17867 =00 7= 26+ 35)
003

TEKPAC ENGINEERING CO, LIMITED TEKPRAC

Reversible Plate Compactor

dOLOVdNOD 31V'1d

MS125
Technical Specification

Model
Engme Air-cookd 4-cyde single cylinder
Engine Type Chiress Dt angre 170 Chiness Parol Engre  Petrol, Robin EX17  Petrol. Robin EY20 Petol Horda GX180  BA&S I/C 1062
Power kwihp) 3.1{4.2) 4 B(6.5) 42(57) 3 T(5.0) 4.0(5.5) IN5.0
Operation Mass kjibs) 137(302) 127(280) 126(278) 126(278) 126(278) 126(278)
Frequency vpm 4300
Certrifugal Force kN 25
Compacton Depth cmiin) 30(12)
Travel Speed cmvs(nvs) 25(10)
EfMciancy m2ihe{R2Nr) S00(5400)
Plate Size cmlin) E3xd25x%16)
Dimsesion cmding T5=40=03(30=16=37)
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TEKPRAC TEKPAC ENGINEERING CO, LIMITED

Reversible Plate Compactor

MSH160

Technical Specification

Engna
Engine Type
Fowar kw(hp)
Operation Mass k(i)
Fragquency vom
Centrifugal Force kN
Compachon Depth omiin)
Max Travel Speed cmis(inds)
Efciancy m2hn{N2%)
Piste Size cmiin)
Dvmermion cmin)

Model
Engine
Engine Type
Power kaihp)
Operation Mass kg(ibs)
Frequency vpm
Cantrifugal Foros kN
Compaction Deplh cmin)
Max Traved Speed crris(inis)
EfMicency m2nni2ihe)
Plate Size cmiin)
D¥nenson omiing

H160-3Y

MSH160E-3Y

Alr-cooked 4-cycie singla cylinder
Crinese Disel ongrw 178F  Chinase Patrol Enge Petrel, Robin EX17  Petrol, Robin EY28  Petrol, Honda GX160  BAS IIC 1062

4460 4B865) 45T 5575 4.0{5.5) 3T5.0)
1G8C3T0) | 100(400) 150(330) | 1621I6T) 1450228) | 161(I61) 148I28) | 161{I67) 14D(328) | 1610361) 149328 | ¥61(381)
4000
0.5
80(19)

25(10)

S5TX6100)

TI=IT(20%15)T3I=50(20=20)

B8=57=03{34=22=37)

MS270-2 ).
Alr-cooked 4-cycie single cylinder
Cheese Dwsel argrs 186 Chingse Patrol Engneé  Petrol, Robin EX27  Petrol, Honda GX270 BAS UC 191
6.6(9.0) 6.6(9.0) 6.6(9.0) 6.6(9.0) 7.4(10.0)
203(646) 27T0(566) 266(586) 2700506) 270(596)
3750
38
90(34)
a5(14)
650(6050)
B0%67(35x26)
17 8wE T x90( FOxDEx3S)

Technical Specification

Reversible Plate Compactor

TRRRAC

MS330

TEKPAC ENGINEERING CO, LIMITED TEKPRAC

Ergre
Engine Type
Power kwi{hp)
Oparation Mass kgbs)
Frequency vpm
Cenwilugal Force kN
Compacton Depth omiin)
Max Travel Speed cmis(in's)
Eficiency m2hr{ft2nr)
Plate Sze cmiin)

Dimersion cmdin)

Chinesa Dissel engne 186FE Chinese Pelrol Engine

Air-cooled 4-cycle Snghe Cylrdiar
Petral. Robin EX27

8.6(9.0) 6.6(9.0 6.609.0)
355(795) 321(719) 3T (710)
3750
38
90(34)
35(14)
BS0(GI50)

BOE1[35%24)

178=67 «D0(T0=26=35)

Patrol. Honda GX27T0
6.609.0)
21(719)
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TEKPRAC TEKPAC ENGINEERING CO, LIMITED TEKPAC ENGINEERING CO, LIMITED TEKPRAC

Forward Plate Compactor Forward Plate Compactor

Folding Handle

(Water tank (optional) )

Technical Specification

Plate Siaa LW cojr

Derangon cmin|

TPG5

Mode

49+34(15=13)

TO=41:5p

Mode TPGES5-2
Engre Type Chnese Diese' ergee 11 Crwrese Petoi Engre Robn EX17 Robe £Y20 Honds GX WD BAS WC1042
Poawr caityn 314.2) 4 BiB S) 405 ANsm 40i55) INso
el bgib) 76| 168) €0 148, 6514 8514 685143 854N
Wbraton Freguescy vrmiHe) 5400090
Cormriuga Forcs kN 10
Trive Speed e (M| 2NTH

e Engre Type roest Dol mgre ' Chngse Peoal Engre Roten EX17 Ratwn EY20 Honds GX180 BAS VC1062
. Powty s 314D 4865 4.25T) 3750 a055 INED)
Weignt kgih) 212 A5 190) A5{14T) B A5 187) B5(14T)
[] Vibration Frequency vpemlg) 400(90)
= TEKP Lorrriuge Forrm oM 12
Ac Trame Speed nmin (Bmn) 2072

Transport wheels (optlonal)]

Plate Sipa LoW oo

TPBS Cerenrecn cmn|

55441(2216)

B)=q 15

U
Mode: TP100-3
Engrm Type S uas e hewne Petrcl Bgee  Robin EX17 Robin EY20 Honda G162 BAS IIC1062
Power owhp) L RIT ¥ 4405 4.2057) 3750 LR A N0}
Weagrl bgi b 1101243) 101(22%) 1000 220) M2 1002200 10042209
Vitraton Fsguency viem(heg) Sal0qa)
[ Cast iron plate ) Carmrtugpa Forcs i 18
Trievs Spasd =y (Rewr) 20068)
Plate Siae LW omin 954522 H)
Tp1 00 Cwramrecn onin| B)=45=59
Mode
Engrm Typa e Josti vgw OF Chves Pedo Ergre Robn EX17 Robin EY20 Honda GX960 BAS VC 1062
Pawer kwihp) kR L) 4865 42187 3780 4045 5 ATEm
Rubber Mat (opuonal) Weignt kgib) 131(289) 12211267 1204264 1200264 1204284 1200264)
Vitenton Frsguency vt H40050)
Cerirfugal Force &N 2
T Spaed =urmmn (Rewr) 2T
Pate Jpe L=W omin G5 S0 22w 204
TP’:?O Cwrmrrmen o BDs3050
007 008
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TEKPRAC TEKPAC ENGINEERING CO, LIMITED TEKPAC ENGINEERING CO, LIMITED TEKPRAC

Forward Plate Compactor Forward Plate Compactor
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MS50
M ,
. MS65 MSB0/MS95
) ) ) (with casting base) ) ) )
Technical Specification Technical Specification
Engine Aur-cooked, 4-Cyche single cylindes Engme Ar-cocled 4-cycle singke cylinder
Engre Type Chinese Petrol Engine  Chinese Petrel Ergne  Petrol Robin EX17  Petrol Robin EY20 Petrol Honda GX160  BAS NWC 1062 Engine Type Chirise Diesel g 170 Chinese Petvel Engire Robin EX17 Roban EY20 Honda GX160 B4S VC 1062
Power kw(ho) 1.8(2.5) 4.0(5.5) 4.25.7) 37(5.00 4.0{5.5) 3.7{5.0) Power kwihp) 3.14.2) 4.8(6.5) 4.2(5.7) 37500 4.045.5) 3750
Operaton Mass kg{lbs) 54(119) 62(136) 61(134) 61(134) 61(134) BO132) Operation Mass kg(bs) BB(194)103(227) TH(1T2WE5(210)  TB(172)95(210) TE(1T2)95(210) 7TH(172)9210)  78(172§95(210)
Frequency vpm 5500 5600 Frequency vpm 5500
Centrfugal Foroe kN 82 105 Ceninfugal Force kN 1315
Compaction Degpth cmiin) 20(8) 20:8) Compacton Depth omiin) 30(12)W32{13)
Travel Speed cnsins) 3I7(15) 40018) Travel Speed crvs(ns) 40(16)
EMciancy m2hrw(R2/hr) 350(3733) 45044B00) Efficiancy m2hn(RZh) B&0|T100)
Plate Size cmiin) 43=31 (17=12) SO=38{2014) Plate Size cmfin) STxd4(Z22:1T)
Dimanson amling $0=31+88 (35+17=34) 108=40=B0(43%16=31) Dimersion cmding a4 05(38:17037)
009 010
——— —O




TEKPRAC TEKPAC ENGINEERING CO. LIMITED

Forward Plate Compactor

O MSS0A MS90B
& ( Cast iron plate ) ( Welding plate )
&
l
-
@
U
MS90C MSSOD
(Cast iron plate and Cast iron engine mounting plate) Vibrator and Base plate all in one
Technical Specification
Model
Engire Air-cooksd 4-cyche single cylinder
Engine Type (hwess Dnsl engine TN Chisesse Petol Engine  Petrol Robin EX17  Petrol Robin EY20 Petol Honda GX160  BA&S UC 1062
Power kwihp) 3.1(4.2) 486.5) 457 IT5.00 4.0(5.5) 3.7(5.0)
Operation Mass kgibs) 84(208) B4{185) B3(183) 83(183) B3(183) 81(179)
Frequency vpm 5500
Certrifugal Force kN 130
Compacton Depth amiin) IN12)
Travel Speed cmis(ins) 40{16)
Efficsancy m2Mhn{N2/hr) GEO(T100)
Plate Size cmdin) S3x80(21=20)
Dimersion cmiin) 110=83=50(43=33=20)
011

TEKPAC ENGINEERING CO, LIMITED TEKPRAC

Forward Plate Compactor

MS100
Technical Specification

Engine Aur-cooled, 4-cycle snghe Cylrdar
Engne Type Chose Deiel engee 17)  Chirese Pairgl Engte  Petrol, Roten EX17 Petrol, Robin EY20 Pevol Morda GX160 BAS IC 1062
Power iwihp) 3.1{4.2) 4. 8(6.5) 42(57) 3750 4.0(5.5) 375.00
Operaton Mass kg|lbs) 1044230) 94(207) 93(205) S3{205) 93(205) 83(205)
Frequency vpm 1000
Cantrifugal Foroe kN 198
Caompaction Depth cmiin) 30(12)
Travel Speed cmvs(in's) 45(18)
EMciency m2/he(f2Mhr) TTO(8300)

Plate Size cmiin) 4B=H1(18x24)

Dumanson cmlin 110=46=66(43=18=26)
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TEKPRAC TEKPAC ENGINEERING CO. LIMITED TEKPAC ENGINEERING CO. LIMITED TEKPRAC

Technical Specification

Rammer Modol
Engnre Akr-cooled 4-cydle sngle cylinde
Engine Type Petrol Honda GX 100
Power kwihp) 22(30)
QOperation Mass kg(lbs) 68 149)
- Percussion Rate per min B50-605
Plastic fuel tank Throttle control Impact Foroe kg 1300
Jumping Stroke mm 40-85
Fuel Tank Capacity | 28
Shos Saze mmin) 330=285(13%11)
Dimension mmding 430=760=1020 (1731=40)
Vodal MR TOH
Engne Air-cocied 4-cydle single cylndar
Engine Type Patrol Honda GX 160
Power kwihp) 4.0(5.5)
Operation Mass kg(ibs) 72{158)
Percussion Rate per min 640.680
( Handrail protection frame S s
Jumping Stroke mm 40-80
Fuel Tank Capacity | 28
Shoe Size mmiin) 330=185(13=11)
Dimansion mmyin) 520=T60= 1020 (20=31=40)

Model A
Engine Ar-cooled 4-cyde single cylinder >
Engne Type Petrol Robin EM12.2D g

Power kwihp) 30/4.0)
Bellows Operaton Mass ag(Ibs) 75(165) <
Parcussion Rate par min 540-680 m
Impact Foroe kN 1400 m

Jumging Stroke mm 40-80
- Fuel Tank Capacity | 28
Engine bracket Shoe Scze mmiin) 330=285(13%11)
Demersion mm(n) 430=T60=1020 (17=31=40)

Lifting Handle

Engine Ar-cooed 4-<yde sngle cylnder
Engre Type Diesal Kipor 170
Power kw|hp) 3114.2)
Operation Mass kg(lbs) 85(188)
Percusson Rate per min 540-680
mpact Force kg 1400
Jumging Siroke mm 40-80
Fusl Tank Capacity | 28
Shoe Size mmin) 330=285(13=11)
Dsmension mmiing 430=TE0=1020 (17231=40)

Model

Engine Ar-codled, 4-cyde sngle cylnder
Engine Type Diesel Yanmar L4BN
1 Power kaihp) 314.2)
2 Oparaton Mass kp{ins) &£3182)
Percussion Rate par mn B40-680
Impact Forcs kg 14
Jumgeng Stroke mm 40-80
Fued Tank Capacity | 28
Shoe Size mmiin) 330x285(13x11)
1. The bande o ePechesly avd Fpec derwoe 1. Mw 1veslng brvur 0 bz lpd o 15 cperabon 1. VWih e W) el b2 pae P 1. Tiawpnt Trsagy Wree D ”‘\mmlﬂ‘\‘l 400\:?50:1020

e rachrs o rxrwe 3. Garrav, -ws mamta = rantetae aouretare 3 T reson el

The (sl (im (@ Yatuie P (waddie Leuge 4 Durame phasd o bos Lava promuiess bwnpe g 00d It W ) e e
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TEKPRAC TEKPAC ENGINEERING CO, LIMITED TEKPAC ENGINEERING CO, LIMITED TEKPRAC

fx:(::ﬁ' pwu'z Zﬁaﬁﬂ 0 Engrm Typm Petrol Roten Ex12-20
Operation Mass kgibs) 65(144) Puwar bwihg) 3040y
U Percussion Rate per min Operation Mass kgilts) T0(154) m
per 650695
= Impact Foroe kN 1 Percusson Rate per min B80-650 >
Jumping Stroke mm 40-85 mpact Foroe &N 13 g
Fusl Tank Capacity | 22 SE— 4055 =
Shoe Size mmiin) 330x285(13x11) Pl Tasl Conacly | 22
Dimensian mmyin) 400xT60x112 Show Size mm(n) 30a285(13a1 1) m
- Ownersaon mimin) 0060112 m
Engine Type Petrol, Loncin 165F-3H SGEIR2
Power kwihp) 3.0(4.0) Engem Type Petrol Robn EY20
Oparation Mass kg(ibs) G9(152) Proser kathp) AMNa0)
Percussion Rate per min 650-605 Opatanon Wiss kg i) T21158)
Impact Farce kN 13 Parcuision Raw par s BhO-6
Jumping Stroke mm 40-85 Impact Force bN "
Fusl Tank Capaciy | 22 Jumping Syche mm A0-85
Shoe Size mmiin) I30285(13x11) Funl Tank Capacty | 232
Dimansion mmin) 4007860112 Shoe Sam mein) N2 131 1)
Dhrrmaresyn remn| 400x7T60x112
SGT0C SGSILL
Engine Type Chinese Patrol Engine Engre Type Petol, Loncin 168F 2H
Power kwihp) 3.0(4.0) Prrwer vaihe 30440y
Opération Mass kg(bs) TO(154) Olpewsticn Masss kgt Its) TO(154)
Percussion Rale per min, 650-695 Percissson Ralw per mn B50-696
Impact Force kN 13 mpact Foroe aN 19
Jumping Stroke mm 4085 Jumgng Stroke mm 40-8%
Fual Tank Capacty | 22 Fuol Tank Capacity | 22
Shoe Swe mmiin) 330x285(13x11) Shoe Suze mmie) 05 13a11)
Dimensian mmin) 400760112 Cwneemon mmon) 002780112
015 016
A ————

SG70 Series Rammer

Technical Specification

SG80 Series Rammer

Technical Specification

Engerat Tyga Petrol Honaa GX1680

Engne Type Petrol. Honda GX100
Power kwi{hp) 22(3.0) Power bwihg) 4.045.5)
Operation Mass kg(ibs) 65(144) Operation Mass kg(lts) TO{ 154
Percussion Rate per min, a50-505 Percusson Rate per min HE0-688
Impasct Foros kN 1" mpact Foros kN “
Jumping Stroke mm 4088 Jumgeng Stroke mm 40-85
Fuel Tank Capacity | 22 Fussl Tank Capacty | 22
Shoe Sae mm(in) I0=285(13x11) Shoe Size mmiin) IM0=285{13x11)
Dimensian mmin) 400xTE0x112 Dimension mmin) B0 T60x1 4
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TEKPRAC TEKPAC ENGINEERING CO, LIMITED

Technical Specification

Rammer

SG60H

Engine Type
Power kvibg)

Operation Mass kgibs)
Percussion Rale per min
Impact Force kN
Jumping Stroka mm
Fual Tank Capacity |
Shoe Size mmiin)

Dimension menin)

Petrol, Honda GX100
2.23.00
80(132)
B50.695

"
40.85
22
330x225(13x9)
400x760%112

TEKPAC ENGINEERING CO. LIMITED TEKPRAC

Scarifying Machine

Versatile machine for any surface and coatings. Our strong and reliable MCS scarifying machine (also called floorplan-
ner, floor scarifying, milling machines or surface preparation machine)is ideal for concrete, asphalt and steel surface, Utiliz-
ing our own manufactured, a variety of hardened steel cutter or tungsten carbide tipped (TCT) cullers or tungstencarbide
milling flails, it can be used for;

B Sidewalk repair B Floor preparation or cleaning B Traffic marking removal

B Coating removal B Creating non-slip surface B Concrete joints and unevensurface grinding

Features :

Cutting depth adjustment.

Strong handle,

Front mounting lifting handle makes transportation easy
Anti-vibration mounts makes comfortable operation.
Powder coated finish,

Dust control outlet

Easy-control engine stop switch.

Sealed quality bearing ensure longer life,

Technical Specification

Operation Mass

MCBE Electric Motar *230V 2. KW 50Hz 200mm|8in) 42kg(921bs)
MCH.2 Chinese Patral Engne 4 Okew(%.5hp) 200men|Bin) G1kg(134ins)
MCS.3 Petrol. Robin EX1T 4 2kw(5.Thp) 200men|Bin) G2kg( 13610s)
MC8.3Y Patral Robin EY20 3. Tewt5.0hp) 200men|Bin) 62kg(1361bs)
MCS-4 Petrol, Hornda GX160 4 Dkw(5 5hp) 200men|Bin) 61kg(134Ibs)

MC3-5 Petrol, KC 1062 3 Thw(5 Ohp) 200men|8in) G1kg(1341bs)
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TEKPRAC TEKPAC ENGINEERING CO. LIMITED

Scarifying Machine

Technical Specification

MC10-2
MC10-3
MC10-4
MC10-5

Chinese Petrol Engine
Petrol, Robn EX40
Petrol, Honda GX320
Petrol, UC 25T2

MC10

9. Bhow 13 0ng)
10.3kw( 14.0np)
9 6kw{ 13 ONp)
9.6kw{13.0Np)

250mmi 10in)
250mm( 10in)
250mmi( 10in)
250mmi 10in)

160K g I5016)
1624g|3571bs)
160k 35016)
160R g I50IL8)

TEKPAC ENGINEERING CO. LIMITED TEKPRAC

Scarifying Machine

== -

Edger cage, deal for working on small surface, edges and

10
comers, is avalable as optional MC10 bottom

Milling of misalgaed foolpath.  Line ramovadl on contrale and  Removal of hick wethane rnebiter, Conorete grooving of agrcuitural  Milling of misalgaed loolpath

scabdling of concrete surfaces aspral sulaces CoCa L, Nbdvy epONes Mmarine DAMS, raMes, safely Qroong eic.  scabiing of concrete surfaces
and milkng concreto joents. non-shed and asphalkt and ming conorete joinis

[

E N

A type cage B type cage Edger cage B23000 Cutter shaft

Scarifying Cutters

Range of cutters including Tungsten Carbide Tip/iTCT
Cutters, Steel Milling Cutters and Steel Scarifying Cutters to
suitmost machines.

Hardened bore or fully hardened body (for TCT cutters)
andhardened body( for steel cutters).

Plated body.
High grade carbide tip k30(TCT cutters).
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TEKPRAC TEKPAC ENGINEERING CO, LIMITED

Concrete Cutter

TF350

Technical Specification

Engine Air-cooled 4-cycie single cylinder

Engne Type Crirese Diesel engine 178F Chinese Diesel engne 270F  Petrol, Robin EX27 Patrol, Honda GX270 BES VC 19N1
Power kwihp) 4.418.0) 6.649.00 6.6(9.0) 6.6(9.0) 7.4(10.0)
Operation Mass kgibs) 131(288) 105{231) 108(237) 108(237) 108(237)
Max Cuting Depth omi{n) 17(6.7)
Blade Size cmiin) 35.45(14-18)
Depth Adjustment Handie Rotation
Driving Manual Push OR Sami-self Propalied
Waler Tank Capacity L 3%
Dumerrsion cmin) 110%60DB(44%2438)
021

TEKPAC ENGINEERING CO. LIMITED TEKPRAC

Concrete Cutter

Technical Specification

Engine Air-cooled d-cyche single cylinder
Engine Type Chnese Dwsel egne 106F Chinese Petrol Engine Petrol. Robin EX40 Petrol Honda GX390  Petrol BAS, UC 2572
Power kwihp) 6.649.0) 9.6(13.0) 10.3(14.0) 8.6(13.0) 9.6(13.0)
Operation Mass kgllbs) 128(281) 102(224) 106(231) 105(Z31) 105(231)
Max. Cutting Depth cmiin) 1706.7)
Blade Size cmiin) 35.45(14-18)
Depth Adustmant Handle Rotaton
Drwving Manual Push OR Semi-sell Propelied
Waber Tank Capacily L 27
Dmmenson cmin 130=63=0K51225%40)
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TEKPRAC TEKPAC ENGINEERING CO, LIMITED

Concrete Cutter

TEKPAC ENGINEERING CO. LIMITED TEKPRAC

Concrete Cutter

TF500

Technical Specification

Engine Air-cooled 4-cycie single cylinder
Engne Type Chinese Diesed engne 185F  Chinese Petrol Engine Petrol, Robin EX40 Petrol, Honda GX380  Petral BAS. UC 2572

Power kwhp) 6.609.0 8.6{13.0) 10.3(14.0)
Operation Mass kg(bs) 116(255) 08(218) 100(220)
Max Cutting Depth amiin) 18.5(7.3)
Blade Size amiin) 35-50(14-20)
Depth Adqusiment Hardle Rotation
Driving Manual Push OR Semi-sel! Propeded
Waler Tank Capacity L 35
Dumenision cmin) 11656=08(4622%39)
023

9.6(13.0)
100220)

9.6(13.0)
100(220)

TF600-4

Technical Specification

Engine Type Petral. Honda GXE30

Power kwihp) 13.5(18.4)

Operation Mass kg(ibs) 186(410)
Mx.Cutting Depth cmiin) 26010)

Blade Sze cmling A5-60(14.24)

Dapth adjsssment Handle Rolation

Driving Manual Push or Semi-sell Propelied

Water Tank Capacity L 45

Dimension mein) 130x53x99(5122540)
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TEKPRAC TEKPAC ENGINEERING CO, LIMITED

MF14

Technical Specification

MF14-1

MF14A-1

Engre

Concrete Cutter

MF14-3
MF14A-3

Air-cooled d-cycle single cylinder

Engne Type Chinese Diesel engne 170F  Chinese Petrol Engine Petrol, Robin EX17

Power kwhp) 314.2)
Operation Mass kg(bs) 96(215)
Max_Cuting Depth om(in)

Blade Size amiin)
Depth Acjusiment
Oriving
Waler Tank Capacity L

Dymersion cmdn)

025

4.8(6.5) 4.2(5.7)
B4(188) 83(188)
8(7.3)

30-35(12-14)

Handie Rotation
Manual Push
12
165=48+95(65% 19=37)

Petrol, Honda GX 160
4.0§5.5)
B3 186)

Petrol B&S, VC1062
37(5.0)
B3(1585)

Technical Specification

Engine

Engine Type
Power kwihp)
Operation Mass kg|lbs)
Max Cutting Depth cmiin)
Blade Size cm(in)
Dwpth Adpsstmant
Driving
Water Tank Capacity L

Dmension cm{in)

6.6{9.00
169{278)

TEKPAC ENGINEERING CO. LIMITED TEKPRAC

Concrete Cutter

Aur-cooled 4-cycle singhe cylinder

Chinese Dsal angine 186F Chinese Pelral Engine Petrol, Robsn EX40 Petral. Honda GXC390

96(13.0) 10.314.0) 96(13.0)
146(327) 144(323) 144(323)
14(5.5)
30.40(12-16)

Handle Rotation
Marual Push
38
155=60=95(61+24%38)

Petrol BAS, UC 2572
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TEKPRAC TEKPAC ENGINEERING CO. LIMITED

Technical Specification

Engine
Engme Type
Power kvhp)
Operation Mass kg(bs)
Max Cutting Depth cmin)
Blade Sze amiin)

Dapth Agjusiment
Driving
Waler Tank Capacity L

Dimension cmin)

027

Concrete Cutter

MF18

Air-cooled 4-cyde single cylinder

Chiness Dwmsel engine 186F  Chinese Petrol Engine Petrol, Robin EX40 Petrol, Honda GX380

6.69.0)
169(378)

8.6(13.0) 10.3(14.0) 8.6(13.0)
146{32T) 144(323) 144(323)
14(5.5)
30-40(12-16)
Hande Rotabon
Manuad Push
%
155%60+05(61%24x38)

Petrol BAS, UC 2872

Technical Specification

Engine

Engine Type
Power kaihp)
Operation Mass kglbs)
Mx.Cutting Depth cmin)
Blade Size cm(in)
Dapth acustment
Driving
Water Tank Capacity L
Durrwsnisacn mmia)

6.6(9.0)
168(270)

TEKPAC ENGINEERING CO. LIMITED TEKPRAC

Concrete Cutter

MF220

Air-cooled. 4-cycle sngie cylnder

Chnese Dwsal engine 186F Chinese Diesel Engine Petrol, Robsn EX40 Patrol, Honda GX390

96(13.0) 103(140) 9.6(13.0)
145(320) 147(324) 145(320)
27
35.50(14-20)

Handle Rotation
Semi-sell Propeled
4t
130063295 1225x40)

Patrol, B&S IC 2572
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TEKPRAC TEKPAC ENGINEERING CO. LIMITED

Manhole Cover Circular Cutting Machine

Technical Specification

Engme Type
Power kvhp)
Operation Mass kg(bs)
Mx.Cutting Depth om{in)
Blade See am{in)
Depan adjusimant
Oriving
Waler Tank Capacity L
Dimension mmiin)

6.6(9.0)
145(320)

8.6(13.0)
125(275)

MCC450

Air-cooled 4-cyde single cylinder
Chinese Diesel engne 1BEF  Chinese Diesel Engine

Petrol, Robin EX40
10.3( 14.0)
127(280)

15(6)

45(18)
Hande Rolation
Manual Push
45
1257 3xB6(40x20034)

8.6(13.0)
125(275)

Petrol, Honda GX380  Petrol, BAS UC 2572

9.6(13.0)
125(275)

TEKPAC ENGINEERING CO. LIMITED TEKPRAC

Diamond Saw Blade

Wet or dry cutting

Choasing wet or dry may be a matter of user preference or job requirement. When using a power hand tool such as a power hand
saw, i is nol safe o use waler without an appointed salety rated accessory system, because of the electrical power source. For concrele
saws though, wet cutting s usually preferred because you can cut deeper when using water as a coolant. For tle and masonry saws,
eithar wet or dry cutting blades can be used. For high speed cut-off saws, blades are used wet to control dust. Wet blades must be used
with water most often. Al Tekpac blades are laser welded and may be used EITHER dry OR wel

Segment Height

Diamond blade segment haight by itsalf is not a true measure of a blade’s value, but it's really so significance to the quality of blade
Laser Welded Diamond Saw Blade For Flat Sawing Equipment

-
>
o \\

~ \ Hard non-abrasive malerad such as concrete, Viery hard concrete, class A
Y engineenng bricks, 65-100 Newlon day paviours, haed fint aggregate

CONCRETE | E -~ 1 4 a _ y pa ugreg
v . concreles. Reinforced concrate intels, kerbs and hand paving slabs. Hard clay

\\ o = roof tles, hard siate

300MM 12 40#=3.0%10 20
3500 14 40=3.2=10 24
4000\ 18 40=3 4x10 28
4500 18 40=36%10 k -3
S00MM 20 40=36=10 k]

For axtensive of wide FArge of products such as medium A:’]g“’;}.‘lm
concrale Qﬂl"&(ﬁ“ MAsONTy procucts, S0k paving Dricks, mosl rrx‘.ﬂﬂg fiwes
and hard sancsiones

GENERAL PURPOSE

3000 127 12GP 40=3.0%10 20
3500 147 14GP 40=32%10 24
4000AM 167 16GP 40=3 4x10 28
45000\ 187 18GP 40=36x10 »
S00MM 207 20GP 40=3 6=10 3%

Abrasive maleral such as asphall, some asphall over concrale, lime
sandsione, abrasve blocks, green concrete and other highly abrasive

ASPHALT

applcabons

300MM 127 12AP 40=3.0=10 20
I50MM 147 14AP 40=3.2=10 24
400MM 16° 16AP 40x3.4=10 28
450MM 18° 18AP 403 6«10 32
S00MM 20" 20AP 40=3.6=10 36
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TEKPRAC TEKPAC ENGINEERING CO, LIMITED TEKPAC ENGINEERING CO, LIMITED TEKPRAC

Power Trowel MT24 Power Trowel MT36

O 0
O @)
m
’ Py
—
0 Py
O Q
m
—
MT36-4
Combination blade Pan F netang Bace Comraon tlade P
MYBCOM005 & T=8" MTEPZS0 25 MTBFOB140 B=14” MTBCOS140 Be14 MTBPITO 37°
Technical Specification Technical Specification
Engine Ax.cooled, 4-cycle, single cylinder Engine Air-cooled, 4-.cyche. single cylinder
Engina Typa Chinasa patrol Engina Petrol, Robin EX17 Pelrol, Honda GX160 Petrol, B&S WC 1062 Engne Type Chinese patrol Engine Pedrol, Robin EX17 Petrol, Horcds GX160 Pelrol. B&S VC 1062
Power kathp) 4 8(6.5) 4257 40(55) 37500 Power kwihp) 4.8(6.5) 4.257) 4.5.5) 37150)
Oparation Mass kg|ibs) 63(139) 62(137) 63(139) 63(139) Qperation Mass kg(bs) 1(170) 90{165) P0(165) 90(165)
Rotor Diarnaler cming 61(24) Rotor Diameler cmiin) 91(36)
Guard Diamater cm(in) 61(24) Guard Diamstar cmin) D4(37)
031 032




TEKPRAC TEKPAC ENGINEERING CO. LIMITED

#
O
U
U
@
Technical Specification
Engine
Engine Type
Power kw{hp)
Oparaton Mass kg(ibs)
Rotor Digmwder crmding
Guard Daamater cmling
033

Power Trowel MT46

Chinese petrol Engine
6.6(9.0)
132(290)

MT46-4

Air-cooled, 4-cycle, sngle cylnder

Pelrol, Robin EX27
6.6(9.0)
128(282)

Petrol, Honda GX270

117(486)
121(47.5)

B.B(8.0)
1321(290)

Firssleng Blade
MTEFO6Y60 &x16"
NTBFDS1B0 6=18"

Conbnation Bade
MTBCOB1B0 B=16"
MTBCOR1AD Be18"

B&S VC 19N1
7.4(10.0)
127(280)

TEKPAC ENGINEERING CO, LIMITED TEKPRAC

Ride-on Power Trowel

MRT73

Technical Specification

Engre Type Honda GXE90
Power kwihp) 16.5(22)
Weight kgi®) 340(748)
Blade Spaad rpm 75150
Working Dia mmdin) 1910(75)
Overlapping NO
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TEKPRAC TEKPAC ENGINEERING CO. LIMITED

Vibratory Truss Screed MCS

Technical Specification

Engine Type Petrol Honda GX160 Patrol Honda GX270 Patrol Honda GX390
Powar kwihp) 4 X55) 66(9.0) 9E(13.0)
Max. Widh mift} < 6(20) <10433) 12(39)
Max. Vibration Thickness mmin) 200(8)
Section Width m{f) 2/54(8.3¥1.32(4.300.71(2.3)

Vibrating Screed

Technical Specification

Engine Ar-cocied 2.cycle Aircooled 4-cyde
Engne Type  Chinese Petrdl Engine  Homda GX25 - ‘
Pawer kw(hp) 0.8(1.1) 0.811.1)
Weight kgilbs) 10{22) 10(22)

Technical Specification

Blade sae mif) 15(5) 2(68) 25(82) 398
Weight kgibs) B2(137) B3(183) 10.3(22.M 124(27.3 )

TEKPAC ENGINEERING CO., LIMITED TEKPRAC

Surface Finishing Screed MCD

Lo

MCD

Technical Specification | Engines assembly (without blades)

Engine Air-cooled, 2-cycle Ar-cooled, 4-cycie Alr-cooled, 4-cyche
Engne Type Chinese Petrol Engine Roon EH035 Horda GX35
Power ka(hp) 14(1.9) 1.2(186) 12(1.86)
Weight kg(ts) 12.7{28.0) 129{28 4) 12.7(28.0)

—

Weight of blades
Blade Size m () 1.2{4) 1.8(6) 2 4(B) 3.0(10) 3712) 4.3(14) 4.9(16)
Weight kg (bs) 2.60¢6.40) 4.36(9.60) 5.81(12.80) 7201600)  B7219.20)  10.16(2240)  11.61(25.60)

“The total waight of tha maching should D the weight of angines assembly plus waight of blades.
We reserve the nght 1o improve ar withdraw the specification or products without prior nolce

A3340S ONIHSINI4 OV44NS
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TEKPRAC TEKPAC ENGINEERING CO. LIMITED

Gasoling Water Pump

Technical Specification

Engine Air-cooled, 4-cyche, single cylinder
Engne Type Petrol Engine
Pawer kaihp) 4.5.5) 4.045.5) 5.%(8.0)
Operation Mass kg(lbs) 25 30 54
Dia. Of Suction Port mmdin} S0(2) BO(3) 100(4)
Dia. O Discharge Port mmjin) 502 BO{3) 100(4)
Max Fliowng Voluma{miihr) 3% 60 98
Max Lift m 3 30 kM
Max.Suction m 8 8 8
Continuing Timer he 25 28 28
Displacsement ce 163 163 242

Diesel Water Pump

Technical Specification

Engine Air-cooled, 4-cycle, sngle cylinder
Engine Type Chiress Diessl Engre
Power kwihp) 3.1(4.2) 4.4¢6.0) 6.6(8.0)
Operaton Mass kg|lbs) 28 2 50
Dia. Of Suction Port mm{in) S0(2) BO{3) 100(4)
Daa. Of Discharge Port mmin) 50¢2) 803) 100(4)
Max.Fiowing Volume({mdthr) 35 &0 96
Ma Lift m 2% 25 28
Max.Suction m 8 8 8
Comtirwang Timaer hr 8 8
Drsplacamant cc an 296 406

TEKPAC ENGINEERING CO., LIMITED TEKPRAC

Vibrator Poker MVP/MVS

® TEKPAC intermnal concrate vibrators MVPIMVS saries, using the pendulum principle, 3000rpm of
the drive unit translates via the flexible shaft into 12,000 vibrations per menute in the poker head

@® The low output speed ensures high reliability and extended senvice ife, can be used between two
types of drive units (interchangeable): electrical motor MVE and petrol or diesel engine drive units

® MVD series, with 5 standard poker diameters
MVP vibrator poker: top of the range poker head sultable for professional application.

@ MVS vibrator poker: economical allemaltive manufactured along TEKPAC quality standard.

) -

Technical Specification

Vibrator Amplitude 2evolution of

- Flaxible Hosé
bt Freque yiMH; Blaxiile Shaliies Lenath(m

MVS 32 A2x442 1 226 30003800 "

MVP/MVS 38 38442 12 225 3000-3800 12
*standard 6m

MVPIMVS 45 452442 1.2% 225 3000-3600 12
Maximum Bm

MVS 50 S0=447 13 225 3000-3600 16

MVS 7D TO=442 14 225 3000-3600 17

*Our standard length of flexible hose is 6m, Other length is a available
Concrete Vibrator Drive unit-Powerful Engines

Technical Specification

Engine Alr-cooled, 4-cycle, single cylinder

Engne Type  ChoeseOeseiengre M0 Chinese Pebrol Engine  Petrol, Robin EX17  Perrol, Honda GX160  BAS I'C 1062
Power kow(np) 3142) 4.x5.5) 42(8.T) 4.x5.5) ANs.0)
Operanon Mass kgfts| 31(88) 22(48) 21(46) 21(46) 21(46)
Engine & vibrator Coupling Unit-Typical Connection  MVDR-4

BALL TYPE COUPLING PN TYPE COUPLING

s —

Fl Ergre Shal)

OYANPAC COUPLING

o =

O g rgre Shalt

Flibsgee Couplryg U jergrw Cougheg|

——

R e ot

D¥(Hose Couplng|

=3I

s S
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TEKPRAC TEKPAC ENGINEERING CO. LIMITED

A compact,powerful and sturdy induction motor

There are two models:MVE-1 with 1.1Kw and MVE-2 with 1.5Kw for 3-phase electronic
supply,Single phase motor is available according to see special requirement.
Concrete Vibrator Drive Unit-Electric Motor

o~
2 g
Technical Specification \1\ l l

MVE-1 1PHI2PH 1.1 2850 14 3a5=175=270
110VIZ20V/380V
MVE-2 SOHZI60Hz 13 2850 16 3a5=175=2T0

JB-150 Oscollating Stick Series

Technical Specification

18-150 Dia 29 Dia 38 Dia 44
Length 4m Length 4m Length 4m
Out Dia of flexbie hose (mm) 26 @30 @32
Diamenter of fexibie shatmm) 8 @10 12
Voltage(V) 110220 1107220 110220
Power|KW) 15 1.6 15
Revoiution(rpe| 12000 12000 12000

Motor PowerKW) 1500W Revolution(rpm) 12000

Viokage 110/220V

Frequency S0HZ

Submersible Pump (Flexible Shaft Pump)

Our pump is compact with aluminium
casting body and can be used with ease aven
in areas without access to power supply. The high
performance pump s $o designed thal it is free
from trouble due to foreign objects. The pump can
be driven by the engines through flexible shaft
inserted in the hose, Our pumg and vibrator could
have the same connections. Recommended drive

units are our MVE and MVD senes

Technical Specification

Discharge Da mmin) S{2) 75(3)

Max Lift (m) 15 18
Max Capacity|Limin) 1000 1300
Revalusion {rpm) 3000-3800 3000-3600
Length of Hose s ‘8
Waight WO Enginedkg) 21 2

TEKPAC ENGINEERING CO., LIMITED TEKPRAC

Hydraulic Power station

MH 1400E

Technical Specification

Modal

Oparating Waights kg (i) 20(198)

Max Pressure Mpa 15
Flow Rance 25(6.8)
Hydrauic Ol Volume Ligal.) 17(4.5)
Engne Kohier
Model CH 385
Type HP Air Cooled . 4 Cycle gasaine
Max. Oulput "
Starting System Electric Stant
Hydraulic Breaker
Weight kg () 23(50.9)
Dimanson mem Ga8xd21
O¥ Flow LUimin 15-30
Blow per Mrute bpm 1400
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TEKPRAC TEKPAC ENGINEERING CO.,LIMITED TEKPAC ENGINEERING CO.LIMITED TEKPRAC

Mini Concrete Mixer MX10/MX15

Mini Concrete Mixer MX20

MX20

MX10 MX15

Wheel handle Straight handle
[F—

- 3‘

..~._.-*‘/‘

H3IXIN 31L3HONOD

Can be used as a trolley barrow

MX20P-2
Technical Specification

Technical Specification

Mixed Batch Output 901(3.2¢b.ft) 901(3.2cb.ft) 901(3.2¢b.ft)
Nominal Capacity Unmixed 1201(4.2cb.ft) 1201(4.2cb.f) 1201(4.2cb.f)
Mixed Batch Output 75(2.6cb.ft) 901(3.0cb.ft) Drum Volume 1361(4.8cb.ft) 1361(4.8cb.ft) 1361(4.8cb.ft)
Drum Volume 100I(3.5cb.ft) 125(4.5¢b.ft) Motor Electric Motor Chinese Petrol Engine Honda GX100
Power 0.25kw(0.33hp) 0.42kw(0.57hp) Power Output 0.55kw(0.75hp) 1.8kw(2.5hp) 2.2kw(3.0hp)
Operation Mass 55kg(121lbs) 66kg(145lbs) Drum Speed 23rpm 23rpm 23rpm
Working* 125%115x80cm (49%45%32in) 125x%115%80cm (49x45%32in) Production Rate 1.08m2/hr(38ft2/hr) 1.08m2/hr(38ft2/hr) 1.08m2/hr(38ft2/hr)

Shipping 82x78%38cm (32%31x15in) 85x72x42cm (33%28x17in) Operation Mass 75kgs(165Ibs) 77kgs(169Ibs) 79kgs(174Ibs)

Remark Steel-sheet Gear Casting Gear Steel-sheet Gear Shipping Dimension 92x60x73cm (36x24x29in) 92x60x73cm (36x24x29in) 92x60x73cm (36x24x29in)
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TEKPRAC TEKPAC ENGINEERING CO.,LIMITED

Concrete Mixer MX60/90

Technical Specification

MX60-1 | MX90-1 MX60-2 | MX90-2 MX60-3 | MX90-3 MX60-4 | MX90-4

Engine Type Chinese Diesel engine 178F Chinese Petrol Engine Petrol, Robin EX17 Petrol, Honda GX160
Power kw(hp) 4.4(6.0) 4.8(6.5) 4.2(5.7) 4.0(5.5)
357(800) | 383(856) 347(777) | 373(836) 341(764) | 367(822) 339(759) | 365(818)

170(6.0) | 260(9.1)
260(9.1) | 350(12.2)
196%117x147(77%46x58) | 196x125%159(77x49%62)

Operation Mass kg(lbs)
Mixed Batch Output I(cb.ft)
Drum Volume | (cb.ft)

Dimension cm(in)

-

TEKPAC ENGINEERING CO.LIMITED TEKPRAC

Concrete Mixer MX100

MX100-1

Technical Specification

Engine Type Chinese Diesel engine 178F Electric Motor
Power kw(hp) 4.4(6.0) 2.2(3.0)
Operation Mass kg(lbs) 430(948) 425(953)
Mixed Batch Output I(cb.ft) 280(9.9)
Drum Volume | (cb.ft) 400(14.1)

Dimension cm(in) 201x97x124(79x38x49)

044
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TEKPRAC TEKPAC ENGINEERING CO.,LIMITED

Double Drum Vibratory Roller TDR65

TDR65

Technical Specification

Engine Type Honda GX390 Chinese Diesel engine 186FE
Power kw(hp) 9.6(13.0) 6.6(9.0)
Weight kg(Ib) 718(1583) 721(1590)
Drum Diameter mm(in) 650x¢p404(25.6x¢16)
Static Liner Force N/cm 54
Centrifugal Force kN 21
Frequency vpm(Hz) 3300(55)
Travel Speed km/h 0-3.6
Water tank Capacity L 65

Technical Specification

TEKPAC ENGINEERING CO.LIMITED TEKPRAC

Single Drum Vibrator TSR260

TSR260

TSR260H TSR260R TSR260B

Engine Type
Power kw(hp)
Weight kg(Ib)
Drum Diameter mm(in)
Static Liner Force N/ecm
Centrifugal Force kN
Frequency vpm(Hz)
Travel Speed km/h

Water tank Capacity L

Honda GX160 Robin EX17 B&S I/C 1062
4.0(5.5) 4.2(57) 3.7(5.0)
260(570)
580x400(23x16)

15
30
4560(76)

25
25
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